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GC1-2H Beam Cutter

Weight Body 21.5 kgs

Accessory (track section) 15.5 kgs

Machine Dimensions Body: 250 x 176 x 260 mm
Track 224 x 114 x 1500 mm

Speed Control SCR Control

Power Source AC 220V±10%

Cutting Speed 50~750mm/min

Cutting Thickness 5-50mm

Bevel Angle 0~30° (wing plate, web plate)

Maximum fl y past of 
plate cutting

Web Plate - A=800 mm
Flange Plate - B=400 mm

Maximum fl y past of 
slanting cutting

Flange Plate - 30° (max height of slanting cutting 690mm)
Web Plate - 35° (max height of slanting cutting 1300mm)

Tip G02 for acetylene or G03 for propane

Motor
Web Plate Motor 220V 50HZ 30W Rotational Speed 3600rpm
Flange Plate Motor 220V 50HZ 40W Rotational Speed 
2200rpm

12 Months Warranty

Body 1 set 

Standard Torch & Sections 1 set

Flange Plate Mechansim 1

Tip (G02 or G03) 3 pces

Track (include track 
pressure plate) 1

Inlet Gas Point 1

Spanner 1

Power Cable 1

M5 Inner Hexagon Spanner 1

Screwdriver  - Phillips 1

Needle 1

Spec Sheets & 
Cert of Qualifi cations 1

Specifications Package includes

• Portable mechanised gas cutting machine • Cuts fl anges and the web • Reduces clean 
• Increase accuracy and productivity • Cuts, columns, beams, channel angle 

• A must for every structural steel workshop


