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Wizard Wrap is made from a non-asbestos, heat resistant material. 
The edges are thick and straight for easier more accurate marking.

• 48” tape measure printed on the extra large WW19W (12” - 48” pipe)
• 36” tape measure on the medium WW17W (2” - 16” pipe) and large WW17AW (6” - 30” pipe)
• 28” tape measure on the small WW16W (1” -6” pipe)

Circumference & Quartering scale printed on all sized Wizard wraps.  
This limits the need for calculations because the exact circumference, 1/4, 1/2 and 3/4 of the circumference, plus 
the actual pipe diameter for 2” through 30” pipe is printed on the outside of the Wizard Wrap.

Packaged in a durable, reusable container that will hold up in your tool  box. 

Wizard Wrap is a high density product for heavy duty service at temperatures up to 182°C. It has outstanding resist-
ance to oil, gasoline, kerosene, water and sea water. 

• Small Pro Pipe Wrap PP164 (3” - 6” pipe)
• Medium Pro Pipe Wrap PP176 (3” - 10” pipe)
• Large Pro Pipe Wrap PP177 (4” - 12” pipe)
• Extra Large Pro Pipe Wrap PP179 (6” - 16” pipe)

• Printed tape measures (standard & metric)
• Circumference and quartering scales
• Lists of actual diameters of pipe sizes
• Made from non-asbestos high density material capable of withstanding 182°C
• Straight thick edges allowing for quality accurate markings
• Resistant to oils, gasoline, kerosene & water (includes sea water)

Pro Pipe Wraps

Wizard Wraps

        U
sed for layout, marking and cutting pipes


