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GALAXY DIGITAL WELDING HELMET GALAXY DIGITAL WELDING HELMET

Model AH-7780
ADF Model AF780
Optical class 1/1/1/1
Viewing area 98 mm x 82 mm 
Weight 536g
Cartridge size 133 mm x 144 mm x 9 mm
UV/IR Protection Permanent shade DIN 16
Light state Shade DIN 4
Dark State Digital 5-9/9-13
Sensors 4
Grinding Yes
Sensitivity control Digital (1-9)
Reaction time 0.00003 sec (1/30.000)
Delay control Digital (1-9)/0.1-0.9S
TIG rating > 2 amps
Battery type 2 x CR2032 (lithium 2 v)
Solar cell Yes
Power on/off Auto off
Operation temperature -5°C to +55°C
Storage temperature -20°C to +70°C
Standards Compliance ANSI Z87.1-2010 & CSA Z94.3-2007 & CE 

EN379.2009-07 & AS/NZS1338.1-2012
Warranty 12 Months

Part No Description
AH-7780 Digital Helmet

Auto darkening digital welding helmet
4 sensor/solar cell digital helmet.
Down to 2 amps on TIG, with a 1/1/1/1 379
CE Rating. Adjustable ratchet head gear for 
comfort and lightweight thermo plastic shell. 
Total weight 563 grams.


