TIGMASTER

RING PURGE SYS TEMS

 Cuts down considerably on purge gas and time by reducing
pipe length and pipe diameter that needs purging.

* Pre-set non-tamper valves minimise risk of bursting of dams.

* Available for pipe diameters between 8” to 80” (20 to 203 cm).

» Heat-covered version available upon request for use in
pre-heated pipes (350°C).

« 100°C temperature rating. On standard models.

Part No Description Part No Description

TMRP008 Ring Purge 8" (200 mm) TMRPO030 Ring Purge 30” (750 mm)
TMRPO012 Ring Purge 12”7 (300 mm) TMRPO032 Ring Purge 32” (800 mm)
TMRPO014 Ring Purge 14" (350 mm) TMRPO036 Ring Purge 36" (900 mm)
TMRPO016 Ring Purge 16" (400 mm) TMRP040 Ring Purge 40” (1000 mm)
TMRP018 Ring Purge 18” (450 mm) TMRP044 Ring Purge 44" (1100 mm)
TMRP020 Ring Purge 20" (500 mm) TMRPO054 Ring Purge 54” (1350 mm)
TMRPO026 Ring Purge 26” (650 mm) TMRPO056 Ring Purge 56" (1400 mm)
TMRP028 Ring Purge 28” (700 mm) TMRPO60 Ring Purge 60” (1500 mm)
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