
TWO HOLE FLANGE PINS

• FASTER
• NO MORE THREADS TO DAMAGE
• NO NUTS THAT NEED TO BE SCREWED ON

Just place in fl ange holes and the NUTS and PINS
bond together immediately with fastest magnetic

speed possible.

Part Number Description Fits Flange thickness
42050ML Magnetic Large 3/4″ to 1-15/16″ 1-1/2″ to 2-3/4″
42050M Magnetic Standard 1/2″ to 1-7/16″ 5/8″ to 1-1/2″
42050MM Magnetic Mini 5/16″ to 7/8″ 7/16″ to 7/8″

MAGNETIC 

RANGEMAGNETIC 

RANGE

Part Number Description Fits
42050TM Threaded Mini 5/16″ to 63/64″ Holes
42050TW Threaded Medium 1/2” to 1-7/16” Holes
42050-TL-W Threaded Large 1/2” to 15/16” Holes
42050-TXL-W Threaded Extra Large 5/8” to 3” Holes

All models are machine from hardened steel
to make a very sturdy and lasting tool.

We use double lead fast threads instead of ACME
threads because they are as fast, if not faster,
to screw on and more importantly, we have found that 
ACME threads tend to loosen, and don’t hold job as
secure as our double lead fast threads.
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