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Pipe Stands

Ensure secure and stable pipe support with this heavy duty high profi le stand,
boasting a 1135 kg capacity, and a safety enhancing V-head with the capacity to 
hold pipe dia. of 3 - 600 mm. 
Achieve the perfect working height with its simple quick-lock adjustment, ranging 
from 71cm to 131cm. Its robust construction, featuring square tube legs and braces,
guarantees long-lasting durability. This versatile stand is essential for various pipe gu

k tasks, including cutting, grooving, and welding.woork ta

afety with the  quick lock washer allowing for easy height adjustment,Ennhancedd safe
ability with the bottom lock T-handle. Convenient portability with theandd increaased sttabb

weelded caarry hannddle.

For unparalleled support of large diameter pipes of 150 -900 mm,
choose the Heavy Duty Big V Pipe Stand - capacity 2300 kgs.
It’s fi ve leg construction with lockable caster wheels and solid V-head, 
ensure secure handling and enhanced maneuverability.

Constructed with increased steel dimensions, including a
1 ¾” solid Acme rod, the stand off ers unmatched durability
for the most demanding applications.

Achieeve stabble and precisee pipe wwork with this foouur leg pipe stand. 
Desiggned to supportt 25 -90000mm ddia. pipee and hhanndle aa weighht capacityy of 
113555kg. Verssatile heeight addjjustment betwween 744 - 109 ccm. 
Heigght is eassily adjuustable aand seccured wwith a deppendaable pinn-lock systtem. 

Easyyy, eff ortleess setuup and ttranspoort thankks to the foldinng legss. 
The qquick-chhange heads annd self--centering adjuustmentt streammline yourr 
workkkfl ow, whhile the fifi ne-threeead alloows for precisee levelinng. Truued wheelss 
ensuuure smoooth pipee rotationn, and llocking brakess pprovidde secuure positioning 
for mmmarking aand fi t-uup.

Pipppe Rooll Staand wwwith Rolleer Heeaad
AFPPPTRH

HD Pipe Stand with Big Vee Roller Head
AFMPSBV

Pipe Stand with Vee head
AFFPSV


