
Part No Size
RP08 8” (200 mm) 
RP10 10” (250 mm) 
RP12 12” (300 mm)
RP14 14” (350 mm)
RP16 16” (400 mm)

RP18 18” (450 mm)
RP20 20” (500 mm)
RP22 22” (550 mm)
RP24 24” (600 mm)
RP26 26” (650 mm)
RP28 28” (700 mm)
RP30 30” (750 mm)
RP32 32” (800 mm)
RP34 34” (850 mm)
RP36 36” (900 mm)
RP38 38” (950 mm)
RP40 40” (1000 mm)

The Rapid Purge Bag Systems been developed specifi cally to enable high speed purging for any pipe 
welding applica  on. Designed for welding pipes made of stainless steel, duplex, chrome steels,titanium, 
nickel and other alloy materials

Designed to enable the user to produce high quality, reliable and repeatable welding of stainless steel
tube and pipe joints to ensure a very fast weld purge  me and a very high-quality weld root, free from
oxida  on and discoloura  on. 

A 36’’ diameter pipe will purge to below 0.1% oxygen less than 10 minutes and all smaller pipes
correspondingly faster. 

These systems deliver drama  c savings in  me, gas and money, as they are built from high quality materials,
the Rapid Purge SYstems are fully reusable, wich further drives down manufacturing costs. 

The Rapid Purge Systems come with pre-set valves, ready to use ‘straight out of the box’.

RAPID PURGE SYSTEMS
Available sizes 8 to 80 inch (190 to 2044 mm)

• Stronger more robust butyl rubber bladders 
• Typical purge  mes of less than 10 minutes
• The unique ‘thru-bore’ design of central sleeve minimises the 

  area to be purged, drama  cally reducing the volume of gas   
  required

• Fric  on free coa  ngs allow easy movement through pipes   
  from one joint to another, even around bends and elbows

• Ready to use, connects to a dedicated and regulated gas   
  supply. Infl ate between 5-15lpm fl ow rate through the   
  pre-set  purge valve & red input gas line

•  A quick/direct purge gas input line ensures quick purging   
   mes - blue lin + direct purge supply with quick connect fi   ng.

• A central (glow in the dark) strip allows fast and accurate   
  alignment of the system to the centre-point of the weld area.

• The infl atable dams and imbelical hose are covered with heat 
  resistant material and insulated accordingly for use at   
  temperatures up to 250°C More sizes available
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